
2010 
NOTES: 

 DCERP Board Meeting: Jan 12 and Mar 9  

  

  

  

  

  

  

  

  

January 

S M T W T F S 

          1 2 

3 4 5 6 7 8 9 

10 11 12 13 14 15 16 

17 18 19 20 21 22 23 

24 25 26 27 28 29 30 

31             

February 

S M T W T F S 

  1 2 3 4 5 6 

7 8 9 10 11 12 13 

14 15 16 17 18 19 20 

21 21 23 24 25 26 27 

28             

March 

S M T W T F S 

  1 2 3 4 5 6 

7 8 9 10 11 12 13 

14 15 16 17 18 19 20 

21 21 23 24 25 26 27 

28 29 30 31       

4th Floor, L&C Annex 
401 Church Street 
Nashville, TN 37243 

Phone:  615-532-0900    Fax:  615-741-1115 
Web: http://www.state.tn.us/environment/permits/dcerp.shtml 



WEEKLY CONDENSER  

TEMPERATURE & PRESSURE LOG  
Record either Temperature or Pressure according 

to your condenser type and permit requirements  

Date 
Outlet 
Temp 

Is Temp 
Less Than 
Or Equal 
to 7.2 ° C 
(45° F) 

High Pres-
sure 

Reading 
(Bars) 

Low 
 Pressure 
Reading 
(Bars)  

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

WEEKLY/ MONTHLY LEAK INSPECTION CHECK LIST  
Perc users must conduct one weekly inspection each month using an instrument; either a halogenated 
hydrocarbon detector or a perchloroethylene gas analyzer.  

 January  February  March  

Weekly Inspection Date:                              

Time:                    

Inspectorôs Initial              

Check  the week Inspected with instrument               

Hazardous Waste . ñYò signifies Yes; ñNò signifies No 

Are containers in good condition, tightly 
closed and labeled as Hazardous waste ?  

             

Wash Cycle.   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating .              

Hose connections, unions, couplings and 
valves . 

             

Pumps, Button traps              

Filter housings, filter gaskets and seating's              

Dry Cycle     ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating              

Deodorizing and aeration valves on dryers              

Air and exhaust ductwork              

Heating and cooling coil doors              

Hose connections, unions, couplings and 
valves 

             

Water separators, Lint Traps              

Distillation/Miscellaneous   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Hose & pipe connections, fittings, couplings, 
valves 

             

Water separators              

Distillation unit              

Solvent tanks and storage containers              

Muck cookers              

Waste tanks and storage containers              

Condenser and Temperature Log: If you record a ñNoò 
temperature reading or if the high or low pressure readings 
fall outside acceptable ranges, necessary repair parts shall 
be ordered within two (2) working days of detection. Repair 
parts shall be installed within five (5) days of receipt. Docu-
mentation of all repairs shall be made on the ñCorrective 
Action Service and Repair Logò at the back of the calendar. 



2010 

April 

S M T W T F S 

        1 2 3 

4 5 6 7 8 9 10 

11 12 13 14 15 16 17 

18 19 20 21 22 23 24 

25 26 27 28 29 30   

May 

S M T W T F S 

            1 

2 3 4 5 6 7 8 

9 10 11 12 13 14 15 

16 17 18 19 20 21 22 

23 24 25 26 27 28 29 

30 31           

June 

S M T W T F S 

    1 2 3 4 5 

6 7 8 9 10 11 12 

13 14 15 16 17 18 19 

20 21 22 23 24 25 26 

27 28 29 30       

NOTES: 

 DCERP Board Meeting May 11, 2010 

  

  

  

  

  

  

  

  

4th Floor, L&C Annex 
401 Church Street 
Nashville, TN 37243 

Phone:  615-532-0900    Fax:  615-741-1115 
Web: http://www.state.tn.us/environment/permits/dcerp.shtml 



WEEKLY CONDENSER  

TEMPERATURE & PRESSURE LOG  
Record either Temperature or Pressure according 

to your condenser type and permit requirements  

Date 
Outlet 
Temp 

Is Temp 
Less Than 
Or Equal 
to 7.2 ° C 
(45° F) 

High Pres-
sure 

Reading 
(Bars) 

Low 
 Pressure 
Reading 
(Bars)  

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

WEEKLY/ MONTHLY LEAK INSPECTION CHECK LIST  
Perc users must conduct one weekly inspection each month using an instrument; either a halogenated 
hydrocarbon detector or a perchloroethylene gas analyzer.  

 April  May June  

Weekly Inspection Date:                              

Time:                    

Inspectorôs Initial              

Check  the week Inspected with instrument               

Hazardous Waste . ñYò signifies Yes; ñNò signifies No 

Are containers in good condition, tightly 
closed and labeled as Hazardous waste ?  

             

Wash Cycle.   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating .              

Hose connections, unions, couplings and 
valves . 

             

Pumps, Button traps              

Filter housings, filter gaskets and seating's              

Dry Cycle     ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating              

Deodorizing and aeration valves on dryers              

Air and exhaust ductwork              

Heating and cooling coil doors              

Hose connections, unions, couplings and 
valves 

             

Water separators, Lint Traps              

Distillation/Miscellaneous   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Hose & pipe connections, fittings, couplings, 
valves 

             

Water separators              

Distillation unit              

Solvent tanks and storage containers              

Muck cookers              

Waste tanks and storage containers              

Condenser and Temperature Log: If you record a ñNoò 
temperature reading or if the high or low pressure readings 
fall outside acceptable ranges, necessary repair parts shall 
be ordered within two (2) working days of detection. Repair 
parts shall be installed within five (5) days of receipt. Docu-
mentation of all repairs shall be made on the ñCorrective 
Action Service and Repair Logò at the back of the calendar. 



NOTES: 

 DCERP Board Meeting Jul 13 and  
Sept 14 

  

  

  

  

  

  

  

  

2010 

July 

S M T W T F S 

        1 2 3 

4 5 6 7 8 9 10 

11 12 13 14 15 16 17 

18 19 20 21 22 23 24 

25 26 27 28 29 30 31 

August 

S M T W T F S 

1 2 3 4 5 6 7 

8 9 10 11 12 13 14 

15 16 17 18 19 20 21 

22 23 24 25 26 27 28 

29 30 31         

September 

S M T W T F S 

      1 2 3 4 

5 6 7 8 9 10 11 

12 13 14 15 16 17 18 

19 20 21 22 23 24 25 

26 27 28 29 30     

4th Floor, L&C Annex 
401 Church Street 
Nashville, TN 37243 

Phone:  615-532-0900    Fax:  615-741-1115 
Web: http://www.state.tn.us/environment/permits/dcerp.shtml 



WEEKLY CONDENSER  

TEMPERATURE & PRESSURE LOG  
Record either Temperature or Pressure according 

to your condenser type and permit requirements  

Date 
Outlet 
Temp 

Is Temp 
Less Than 
Or Equal 
to 7.2 ° C 
(45° F) 

High Pres-
sure 

Reading 
(Bars) 

Low 
 Pressure 
Reading 
(Bars)  

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

WEEKLY/ MONTHLY LEAK INSPECTION CHECK LIST  
Perc users must conduct one weekly inspection each month using an instrument; either a halogenated 
hydrocarbon detector or a perchloroethylene gas analyzer.  

 July  August  September  

Weekly Inspection Date:                              

Time:                    

Inspectorôs Initial              

Check  the week Inspected with instrument               

Hazardous Waste . ñYò signifies Yes; ñNò signifies No 

Are containers in good condition, tightly 
closed and labeled as Hazardous waste ?  

             

Wash Cycle.   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating .              

Hose connections, unions, couplings and 
valves . 

             

Pumps, Button traps              

Filter housings, filter gaskets and seating's              

Dry Cycle     ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating              

Deodorizing and aeration valves on dryers              

Air and exhaust ductwork              

Heating and cooling coil doors              

Hose connections, unions, couplings and 
valves 

             

Water separators, Lint Traps              

Distillation/Miscellaneous   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Hose & pipe connections, fittings, couplings, 
valves 

             

Water separators              

Distillation unit              

Solvent tanks and storage containers              

Muck cookers              

Waste tanks and storage containers              

Condenser and Temperature Log: If you record a ñNoò 
temperature reading or if the high or low pressure readings 
fall outside acceptable ranges, necessary repair parts shall 
be ordered within two (2) working days of detection. Repair 
parts shall be installed within five (5) days of receipt. Docu-
mentation of all repairs shall be made on the ñCorrective 

Action Service and Repair Logò at the back of the calendar. 



2010 

October 

S M T W T F S 

          1 2 

3 4 5 6 7 8 9 

10 11 12 13 14 15 16 

17 18 19 20 21 22 23 

24 25 26 27 28 29 30 

31             

November 

S M T W T F S 

  1 2 3 4 5 6 

7 8 9 10 11 12 13 

14 15 16 17 18 19 20 

21 21 23 24 25 26 27 

28 29 30         

December 

S M T W T F S 

      1 2 3 4 

5 6 7 8 9 10 11 

12 13 14 15 16 17 18 

19 20 21 22 23 24 25 

26 27 28 29 30 31   

NOTES: 

 DCERP Board Meeting November 9 

  

  

  

  

  

  

  

  

4th Floor, L&C Annex 
401 Church Street 
Nashville, TN 37243 

Phone:  615-532-0900    Fax:  615-741-1115 
Web: http://www.state.tn.us/environment/permits/dcerp.shtml 



WEEKLY CONDENSER  

TEMPERATURE & PRESSURE LOG  
Record either Temperature or Pressure according 

to your condenser type and permit requirements  

Date 
Outlet 
Temp 

Is Temp 
Less Than 
Or Equal 
to 7.2 ° C 
(45° F) 

High Pres-
sure 

Reading 
(Bars) 

Low 
 Pressure 
Reading 
(Bars)  

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

  Yes / No   

WEEKLY/ MONTHLY LEAK INSPECTION CHECK LIST  
Perc users must conduct one weekly inspection each month using an instrument; either a halogenated 
hydrocarbon detector or a perchloroethylene gas analyzer.  

 October  November  December  

Weekly Inspection Date:                              

Time:                    

Inspectorôs Initial              

Check  the week Inspected with instrument               

Hazardous Waste . ñYò signifies Yes; ñNò signifies No 

Are containers in good condition, tightly 
closed and labeled as Hazardous waste ?  

             

Wash Cycle.   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating .              

Hose connections, unions, couplings and 
valves . 

             

Pumps, Button traps              

Filter housings, filter gaskets and seating's              

Dry Cycle     ñãò Signifies OK; ñOò Signifies that a leak has been found 

Machine door gasket and seating              

Deodorizing and aeration valves on dryers              

Air and exhaust ductwork              

Heating and cooling coil doors              

Hose connections, unions, couplings and 
valves 

             

Water separators, Lint Traps              

Distillation/Miscellaneous   ñãò Signifies OK; ñOò Signifies that a leak has been found 

Hose & pipe connections, fittings, couplings, 
valves 

             

Water separators              

Distillation unit              

Solvent tanks and storage containers              

Muck cookers              

Waste tanks and storage containers              

Condenser and Temperature Log: If you record a ñNoò 
temperature reading or if the high or low pressure readings 
fall outside acceptable ranges, necessary repair parts shall 
be ordered within two (2) working days of detection. Repair 
parts shall be installed within five (5) days of receipt. Docu-
mentation of all repairs shall be made on the ñCorrective 
Action Service and Repair Logò at the back of the calendar. 



12-MONTH SOLVENT PURCHASE LOG         Solvent Type:________________________  
  
Remember! All perc users must log the monthly solvent information the first working day of the month and keep a rolling total. Petroleum users may already be 

required to keep a rolling total for their local Air Pollution Control Program all dry cleaners should learn to maintain a rolli ng total as a BMP and for future use.

 

To start the 2010 solvent log, copy from your 2009 calendar the ñVolume of Solvent Purchasedò for each month into the boxes above identified by an * . Then 

copy the last rolling total in the Dec 2009 box. Each month in 2010 record the volume purchased , subtract the volume from the same month last year and record 

the new rolling total in the 12-month rolling total space. Call your permitting authority if you require further instructions. 

Month/Year  
Total Volume of  

Solvent Purchased 

Volume of Solvent  

Purchased  from the same 

month in 2009 

12 month Rolling Solvent 

Total 
Notes 

Did you go over your limit? 

January 2009    **  Leave Blank Leave Blank   

February 2009  * Leave Blank Leave Blank   

March 2009  * Leave Blank Leave Blank   

April 2009  * Leave Blank Leave Blank   

May 2009  * Leave Blank Leave Blank   

June 2009  * Leave Blank Leave Blank   

July 2009  * Leave Blank Leave Blank   

August 2009    **  Leave Blank Leave Blank   

September 2009  * Leave Blank Leave Blank   

October 2009  * Leave Blank Leave Blank   

November 2009  * Leave Blank Leave Blank   

December 2009  * Leave Blank *    

January 2010 
  

Subtract solvent from Jan 09 
  

  

February 2010   Subtract solvent from Feb 09     

March 2010   Subtract solvent from Mar 09     

April 2010   Subtract solvent from Apr 09     

May 2010   Subtract solvent from May 09   
  

June 2010   Subtract solvent from June 09     

July 2010   Subtract solvent from July 09     

August 2010   Subtract solvent from Aug 09     

September 2010   Subtract solvent from Sept 09     

October 2010   Subtract solvent from Oct 09     

November 2010   Subtract solvent from Nov 09     

December 2010   Subtract solvent from Dec 09     



2010 Hazardous Waste Log  

 
Month  

 
Waste generated in  
Kilograms   

 

(1 Kilogram = 2.2 Pounds)
 

 
Date waste placed into 
storage 

 
Shipping Date 

 
Kilograms  of waste 
shipped 

 
Date returned  
manifests received 

 

January            

February            

March            

April            

May           

June           

July            

August            

September            

October            

November            

December            

TN Air Pollution Control and Hazardous Waste Corrective Action Report and Service Repair Log   

NOTE:  Person performing each action item to initial within box ï Inspector must initial final repair  

Date  Problem Description  Corrective Actions  
Date Parts 
Ordered  

Date Parts  
Received  

Date Parts  
Installed  

Date Repair 
Completed  

Inspector  
Initial  

                

        

        

                


